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For	the	season	2018	we	have	focused	on	updating	the	regulations	of	Modified	class	and	its	development,	not	forgetting	the	
other classes either.

Regulations and rules are always evolving and we will do our best to develop them according to our experience and the 
feedback	we	get	from	the	racers.	Our	aim	is	to	make	the	rules	more	suitable	for	the	Finnish	tracks	and	all	our	racers,	and	to	
support the spirit of the sport. The main idea of the rules is of course to keep the sport as safe as possible.

RADALLE.com	and	TimeAttack	toured	the	race	tracks	of	Finland	during	2017,	and	will	be	doing	the	same	during	the	year	
2018.

Class division

The cars are divided into distinct categories according to 
the	level	of	their	modifications.	The	four	classes	are:	Club,	
Modified,	Modified	Competition	and	Unlimited.

The Club class is the entry level class aimed at normal street 
cars.	Modified,	Modified	Competition	and	Unlimited	classes	
are aimed at cars built with racing in mind. In addition to 
winning	races	these	cars	are	made	and	fine	tuned	to	break	
track records.

Club-	and	Modified	classes	are	divided	into	two	subcategori-
es	according	to	engine	displacement:	Under	3-liter	and	over	
3-liter. The displacement of engines that use forced induc-
tion such as turbocharging will be multiplied by 1.6.

Club class cars are regular street cars with minor perfor-
mance improvements and slight weight reduction. Safety 
equipment	requirements	for	the	cars	are	relatively	low,	basi-
cally the same as in normal road going cars. In addition to 
thorough drivers meetings the safety of this class is secured 
by reducing the speed of the cars on the fastest parts of the 
tracks	by	artificial	chicanes	and	strict	tire	regulations.	Semi-
Slick tires are banned in this class.

Your car does not have to be registered in Finland for you 
to take part in Club class races. Cars registered in other 
countries are allowed as long as they pass Finland’s techni-
cal	inspection	(MOT)	in	to	road	traffic	(meaning,	that	you	do	
not	have	to	e.g.	right	light	patterns	on	the	front	lights,	but	all	
the	fundamentals	has	to	be	in	order).	Car	has	to	have	traffic	
insurance. 

Modified	class	allows	semi-slicks	tires.	Car	has	to	be	
secured with at least with a roll cage. Cars suitable for this 
category	are	modified	street	cars	and	racing	cars	suitable	
for	track	driving,	for	example	V1600	and	BMW	Extreme.	

Modifying	the	car	is	desirable.	Basically,	the	class	is	made	
for safety constructed street cars and that is why this class 
looks for the fastest street car in Finland. 

Modified	Competition	class	is	purely	meant	for	cars	that	
have	been	specially	built	for	racing	and	heavily	modified	
street cars. This class is suitable for e.g. Roadsport-cars. 
Safety constructions has to be according to AKK’s (The 
Finnish Automobile Sport Federation) attachment J. 

Unlimited	class	is	a	class,	where	building	the	car	is	mostly	
free from regulations. This class is driven with slick tires. 
Safety constructions and equipment are stricter than in 
lower classes. Most suitable for this class are former Super-
Saloon-cars,	now	days	Open	Class-cars,	GT-classes	and	
Special	Saloon	–cars.	Only	cars	such	as	Formulas,	Radicals	
and	other	similar	cars,	which	starting	point	is	not	a	serial	
production	traffic	car	are	prohibited.	Cars	appearance	has	
to	be	recognizable	for	a	serial	production,	traffic	road	car	or	
van. 

Series 

In	TimeAttack	2018	series	there	will	be	four	to	five	competi-
tions. You can also take part in a single or multiple individual 
races	without	taking	part	to	the	championship.	In	Club	class,	
drivers driving with tires under tw 140 will not be rewarded. 

When	taking	part	to	the	championship,	you	will:

• Collect series points

• Free access to every RADALLE.com  2018 –track 
events,	excluding	evening	parties	for	festival

• Free access for 2 mechanics in to competitions

• Driver gets a series’ driver jacket
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1.  General rules 
1.1 TimeAttack
TimeAttack-competition means a track race with a rolling start 
(cars leave one by one from the sign given by track worker) 
taking place in RADALLE.com event. TimeAttack series and 
competitions	are	open	for	all	drivers	from	every	nationality,	
as long as the driver and the racing vehicle obey the rules that 
are mentioned in this regulation book. Regulations that are 
referred	in	these	rules	are	from	the	official	AKK’s	regulations	
book.	If	something	has	not	been	defined	in	these	rules,	the	
national FIA rulebook will be adapted and after that the race 
directors’ decisions. The highest decision-making power in 
the competitions and related matters is used by the head of 
the	race,	whose	decisions	are	final.
1.2 Driver
The competitor must be at least 18 years old and she/he has 
to	have	a	valid	class	B	driving	license.	However,	also	under	
18	 year	 olds	 can	 participate	 in	 Modified-	 and	 Unlimited-
classes if they have a valid track degree. Drivers meetings 
are	mandatory	for	every	driver.	Drivers	must	make	a	profile	
to	the	website	www.timeattack.fi
1.3 Insurances
Every	 participating	 cars	 must	 have	 valid	 traffic	 insurance,	
and you have to be able to display it when enrolling.
1.4 Responsibilities
Participating in TimeAttack-races is done by participant’s 
own	 responsibility.	 RADALLE.com,	 RADALLE	 UA,	 R-Pro	 Oy	
LTD,	track	companies,	organizing	associations,	series’-	and	
race’s management and the trustees resign of all responsibi-
lity about damages and accidents happened during competi-
tions and rehearsals by the competitor or his team.
The	driver	is	responsible	for	himself,	his	team,	his	own	and	his	
teams and team’s assistant’s behavior as well as damages 
and waste they have caused. The driver is held accountable 
for any possible damages concerning the race circuit with 
the track company’s delegate without any actions from the 
organizer.
1.5 Commitment
When	 signing	 up	 for	 the	 series	 or	 partial	 race,	 the	 driver	
commits	to	comply	these	rules,	obey	organizers	instructions	
and	take	into	account	series’,	organizer’s	and	motorsports’	
benefits	in	actions	taken.
1.6 Registration and enrolling
SYou	can	enroll	for	the	series	via	www.timeattack.fi	–websi-
te. Instructions for enrollment can be found from the websi-
te. The ones driving the series score serial points and the 
participation fees are cheaper. They also receive access to 

every RADALLE.com track event during the summer 2018.
It is also possible to enter and attend races without enrolling 
for the whole series. Drivers outside the series have to pay 
the	 entry	 fee	 to	 the	 event.	 In	 Club	 category,	 only	 the	 ones	
driving the series are rewarded.
 Racers must be registered to the partial race according to 
the	 competition	 invitation.	 When	 arriving	 to	 the	 event,	 the	
driver	 has	 to	 come	 forward	 in	 the	 race	 office.	 In	 the	 race	
office,	be	prepared	to	present	your	driver’s	license,	voucher	
from the entry fee and the validity of car insurance. If there 
is space in the competition you can also register for the race 
in	the	race	office	when	you	arrive	the	event	area.	In	this	case,	
event entry (Gate) fee will not be compensated. Participation 
fee	can	be	also	paid	in	the	race	office,	but	in	this	case	30€	
handling fee is charged.
1.7 Participating and scrutineering
Driver can participate only one class in one partial race. 
Driver can enroll only in to one class. Every vehicle partici-
pating Timeattack-race has to pass separate scrutiny which 
takes place in the racing event area. Following of the scru-
tiny,	separate	window	sticker	will	be	attached	to	the	vehicle	
confirming	that	the	vehicle	has	passed	scrutineering	prior	to	
it be able to compete in the RADALLE.com TimeAttack race. 

1.7.1 Cancelled participating
TimeAttack-inspector has the right to deny vehicles partici-
pating	to	the	race	if	any	neglects	or	severe	safety	deficien-
cies are found. If participating is prevented due to lack of 
safety	deficiencies	or	severe	neglects,	participating	fee	will	
not	be	refunded.	In	addition,	the	organizer	reserves	the	right	
to deny participating from vehicle that can be considered 
dangerous.	 Also,	 the	 inspector	 has	 the	 right	 to	 deny	 the	
participation of a vehicle against the spirit of the class or 
move	the	car	to	a	higher	class	if	the	safety	rules	are	fulfilled.
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1.7.2 Participation fee
The	 series	 fee	 is	 140€	 including	 a	 driver	 presentation	
on	 www.timeattack.fi	 –site,	 driver-jacket,	 entitlement	
to score serial points and access to every RADALLE.
com	 track	 event.	 Transponder	 rent	 is	 40€/race/
driver.	 We	 recommend	 to	 purchase	 own	 transponder. 

Participation	fee	/	competition:
Club	90€	(RADALLA	UA	members	-10€)
Modified	120€	(RADALLA	UA	members	-10€)
Unlimited	150€	(RADALLA	UA	members	-10€)
Participation fee does not include transponder rent.

Only prepayment and series registration includes entrance 
for the driver and for two mechanics.
The registration fee can also be paid on site with cash or 
credit	card.	Handling	fee	is	30€.
1.8 Enrollment for series and partial race
Enroll	 for	 the	 series	 and	 partial	 race	 via	 www.timeattack.fi	
sign in –link.
1.9 Competition invitation
Competition invitations can be found from our website www.
radalle.com	or	www.timeattack.fi	at	latest	one	month	before	
the race. There is a possibility of maximum attendees in 
certain	races,	this	will	be	notified	in	the	competition	invitati-
on. Also the instructions for paying the enrollment fee can be 
found from the competition invitation.
1.10 Results
Results are published on www.radalle.com and www.timeat-
tack.fi	and	on	site	in	the	official	race	notice	board	after	the	
driving/race session.
1.11 Free practise
Driver can only practice or race in the intended driving area 
at	 a	 specific	 times.	 During	 practicing	 it	 is	 allowed	 to	 have	
one passenger with the driver. Passenger’s safety equipment 
requirements are the same as the driver has. TimeAttack-
drivers are also allowed to attend “Attend with your own 
car” –runs. (Can be found from the events timetable with 
“OOA”-name).
1.12 Qualifying
Qualifying	consist	1-4	sessions,	each	of	them	lasting	10-15	
minutes per class. Best time from those sessions will remain. 
Drivers and racing vehicles must be in the starting area 
before the scheduled start time. Maintaining the racecar in 

the starting area is forbidden. Chief of track marshals allows 
cars to the track one by one. Drivers can reach for the best 
lap time during all 1-4 qualifying sessions. Qualifying ends to 
chequered	flag.	Driver	him/herself	has	the	responsibility	to	
look	for	a	sufficient	gap	when	driving	to	get	a	pure	lap	time.
1.13 Superlap
TimeAttack	final	is	called	Superlap.
From	each	class,	six	(6)	best	lap	time	drivers	and	six	(6)	best	
from	the	ones	driving	series	qualify	 in	to	Superlap,	so	that	
there	 will	 be	 6-12	 cars	 in	 the	 Superlap,	 depending	 on	 how	
many spots non-series drivers get. The car with slowest lap 
time	begins	the	final.
Drivers and racing vehicles has to be in the starting area 
before the scheduled starting time. 
Maintaining the race car in the starting area is forbidden. 
Track worker gives the permission to move on to the track 
from	the	start	area.	Race	cars	leave	one	by	one,	not	at	the	
same	time,	by	the	sign	of	the	track	worker.	Warm	up	lap(s)	
are	driven	rapidly,	preparing	the	car	and	tires	to	the	race	lap.	
One full lap after warm up lap will be timed. Last lap is for 
cooling down. 
If the lap is interrupted from some other reason than compe-
titor	 himself	 or	 his/hers	 own	 vehicle,	 competitor	 can	 have	
a chance for a new lap if the race director approves this. 
Driver’s	lap	can	be	disqualified	if	driver	unnecessary	stops	or	
slows down car during warm up or cooling down -lap. 
1.14 Drivers meeting
Two (2) drivers meeting are held in every race; one in the 
morning before qualifying and other after qualifying. If requi-
red,	there	will	be	more	drivers	meetings.	Drivers’	presence	in	
the drivers meeting is mandatory. If driver do not attend the 
drivers	meeting,	he/she	cannot	attend	the	race.
1.15 Parc Fermé
The competitor must take his/her racing vehicle to Parc 
Fermé -area immediately after last qualifying session or 
after the Superlap. The vehicle can be moved out from Parc 
Fermé only with scrutineer’s permission. The existence of 
Parc	Fermé	and	 its	 location	will	be	specified	 in	the	drivers	
meeting.
1.16 Timing
Lap timing is done either by transponders or with photocell. 
If	this	is	not	possible,	timing	happens	with	two	stopwatches.	
We	use	AMB260-transponder	system.	Purchasing	your	own	
transponder is recommended. See more information about 
transponders www.mylaps.com
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1.17 Racing performance
Racing performance consists of qualifying (paragraph 1.12.) 
and Superlap (paragraph 1.13).
1.18 Series points
Series point are given according to the following table. Only 
drivers attending the series can score series points. 
In	case	 that	Superlap	 is	not	driven,	Superlap’s	series	point	
are	determined	by	qualifying.	If	some	justifiable	to	Superlap	
do	not	manage	it,	they	will	be	slowest	ones	of	Superlap	and	
their reciprocal Superlap-rankings are determined by how 
they were ranked in qualifying.  
Five (5) extra series points will be given to the driver who 
makes a new TimeAttack track record.  

Superlap:

ranking 1 2 3 4 5 6

points 30p 22p 19p 17p 16p 15p

Quoalifying:

ranking 1 2 3 4 5 6

points 7p 4p 3p 2p 1p -

ranking 7 8 9 10 11 12

pisteet 11p 10p 9p 8p 7p 6p

ranking 13 14 15 16 17 ->

pisteet 5p 4p 3p 2p 1p 1p

1.18.1 Team-points
Drivers,	whom	have	signed	up	to	the	series	as	a	team	score	
team	points	followingly:	Two	best	drivers’	points	are	counted	
together,	forming	team	point.	Drivers	can	be	from	different	
classes. 
1.19 Transponders
When	 timing	 is	 done	 with	 transponders,	 40€	 rental	 will	 be	
charged	if	renting	organizer’s	transponders.	We	recommend	
using own transponder. Rented transponder must be return-
ed to requested place in the event area immediately after 
Superlap,	before	award	ceremony.	
If	 transponder	 is	 not	 returned	 in	 the	 requested	 time,	 50€	
delay payment will be charged. Charge for a broken or lost 

transponder	will	be	500€.	More	information	of	transponders	
 www.mylaps.com
1.20 Paddock
Special cautiousness demanded when moving the car in the 
paddock area. Speed limit is 20 km/h. In the pit must be a 
liquid impermeable cover under the racing car at least size 
of the car’s bottom area. Also every competitor has to have 
absorbent matt for oil spills. 
Paddock area is meant for racing cars and maintenance 
cars,	size	of	the	pit	is	5x6m.	For	a	bigger	pit,	see	competition	
invitation. 
Every	pit	must	have	a	fire	extinguisher	size	of	at	least	2kg.	
Also	6kg	extra	fire	extinguisher	is	required	if	fuel	is	storage	
in	 a	 separated	 container.	 Hot	 work	 (welding,	 grinding	 etc.)	
can be done only with race director’s permission. 
The driver is in responsible of his team and visitors behavior 
during whole event. Driver is also responsible of tidiness of 
his/her pit.
1.21 Prizes
The	winner	of	the	class	is	the	one	with	best	lap	time	in	final	
(in Superlap). Classes’ winners are rewarded with memorial 
prizes. Each race prizes are given after the race.
In	every	race,	the	overall	fastest	 lap	is	also	rewarded.	This	
can be performed in any Timeattack driving session. 
The winner of the serial gets next seasons’ participating fees 
in half price.
1.22 Timetable and races format
Timetables are kept as same as possible during the whole 
season but e.g. environmental permits affects to timetables. 
Days start with enrollment and scrutineering. Before opening 
the	track	there	is	drivers’	meeting,	where	the	day’s	timetable	
and the presence of Club-class’ chicanes is gone through. On 
the track there are free practices in the morning. After break 
there	is	the	first	qualification,	second	qualification	and	in	the	
end	Superlap	finals.	During	the	day	there	are	driving	shifts	
for	non-racing	drivers,	racers	can	attend	also	to	those	shifts;	
Club-drivers	for	normal	shifts	and	drivers	from	Modified	and	
faster classes can attend shifts for faster cars.
1.23 Delayinf fees and sanctions
So that the race day could be passed smoothly without 
unnecessary	delays,	drivers	has	to	be	aware	where	to	be	at	
any given times. Being late from drivers’ meeting will cause 
a	delaying	fee	of	50€.	If	participating	is	denied	because	of	
delaying,	participating	fee	will	not	be	returned.
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2.  Classes

2.1 Club
Club	class	 is	for	ordinary	street	cars	or	bit	modified	street	
cars.	 In	club	class	speed	 is	 limited	 with	artificial	chicanes	
and tire limitations. Reported hit (by spotter) or shortcut to 
chicanes is automatically failed lap or time penalty.

Club	class	is	divided	into	two	categories:
1. Under 2990cc
2. 2990cc and over
CC multiplier for turbocharged engine is 1.6. 
2.2 Modified
One	 time,	 one	 lap,	 one	 winner.	 In	 Modified-class	 we	 are	
looking for the fastest street car in Finland. Cars are scruti-
nized and safety equipment is demanded.  
Modified	class	is	divided	into	two	categories:
1. Under 2990cc

2. 2990cc and over

CC multiplier for turbocharged engine is 1.6.
2.3 Modified Competition
One	lap,	one	time,	one	winner.	
Otherwise	similar	to	Modified,	but	rules	with	aero-parts	are	
more free and aftermarket forced induction is allowed.
2.4 Unlimited 
One	 lap,	 one	 time,	 one	 winner.	 In	 unlimited-class	 safety	
constructions must be according to AKK’s rulebook’s 
attachment	J,	but	rules	about	building	the	car	are	free.	Slicks	
are	allowed.	Class	is	meant	mainly	to	thoroughbred	racecars,	
like GT cars and SpecialSaloon cars.
2.5 Brown cars 
For	brown	cars	there	is	own	class	in	2018.	Organizer	defines	
what is brown.

3.  Rules’ interpretation and omission
Actions against rules can leads into disqualifying and other actions.

4.  Exemptions
Driver	can	apply	written	exemption	from	technical	rules	beforehand,	at	least	2	weeks	before	partial	race.	There	are	no	exemp-
tions considering tires. Given exemption is valid to the end of the season.

5.  Additions and changes
RADALLE.com –organization reserves the right to change and revise these rules during the season. Possible changes and 
corrections	will	be	published	in	the	official	website.	Possible	changes	and	corrections	are	valid	immediately	after	publishing,	
except sections changed two (2) days before partial race. These sections (sections changed two days before partial race) are 
valid	only	if	they	are	stated	in	the	official	race	notice	board.
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6.  Rules regarding every class
These regulations must be obeyed if class rules don’t overri-
de them with stricter rules.
6.1 Noise regulations
Maximum noise level limit is 110dB. Preferable noise limit 
is	95dB.	Race	specific	noise	limit	is	informed	in	the	compe-
tition invitation. Notice that in Finland’s race circuits allowed 
noise	level	is	95-110dB.	Noise	limit	is	day-	and	track	specific.	
Noise is measured according to AKK’s rulebook and track 
specific	measurements.
6.2 Fuel
Allowed	 fuels	 are	 only	 generally	 sold,	 for	 traffic	 purposed	
meant liquids. Refueling can be done only when car’s 
engine	 is	 not	 running.	 Water-	 and	 methanol	 spraying	 in	 to	
combustion chamber is allowed. Nitrous oxide regulations 
are	specific	for	each	class.
6.3 Engine
One engine per car except vehicles using natural gas and 
hybrid	 vehicles,	 in	 to	 which	 have	 been	 installed	 two	 more	
engines in the factory.
6.4 Aerodynamics
Body parts made to improve aerodynamics are allowed 
when carefully attached. Changing or moving aero-parts are 
forbidden except systems installed by the manufacturer in 
the factory.
6.5 Technical changes 
Technical	changes	(changing	the	technic,	bolt-on	parts	etc.)	
are allowed in every class when complying regulations for 
each class.
6.6 Chassis modifications
Chassis improvements are allowed in each class. 
6.7 Breaks
In every class cars must have dual circuit brakes. Brake 
improvements are recommended in every class. Hand brake 
can be hydraulic. Pedal-boxes are allowed in every class.
6.8 Fire extinguisher
Fire extinguishers are recommended in club class cars.  In 
Modified	and	Unlimited	classes’	cars	need	to	have	at	 least	

one	 fire	 extinguisher.	 Fire	 extinguishers	 minimum	 size	 is	
2,0kg	or	equivalent	(See	attachment	J	253.7).	Integrated	car	
fire	extinguisher	system	that	can	be	triggered	by	the	driver	
him/herself	 is	 recommended.	 If	 such	 is	 installed,	 it	 must	
comply attachment J 253.2. Fire extinguisher’s inspection is 
valid for one year.
6.9 Body
Notice!	Each	class	has	specifications	in	to	this	article!
Lightning,	 strengthening	 and	 additional	 supports	 are	 allo-
wed.	Original	surface	plates	can	be	replaced	with	fiberglass	
or	carbon	fiber,	except	inner	fenders	which	are	mandatory.	If	
car’s	front	doors	are	replaced	with	fiberglass	or	carbon	fiber,	
roll cage according to attachment J is mandatory. Trunk and 
other hatches has to be fastened always when the car is on 
the	track.	Firewall	can	be	moved	maximum	200mm,	moved	
firewall	has	to	be	same	material	as	the	original	and	similar	
to	the	original.	Moving	the	firewall	has	to	be	done	carefully,	
special attention has to be pointed to fastening and remo-
ving or plugging all the extra holes.
6.10 Seats
Changing driver’s and passenger’s seats is allowed. If 
fastenings are changed they must meet rules according to 
attachment	J	253	section	16.	We	recommend	racing	seat.
6.11 Convertibles
Convertibles	 are	 allowed	 in	 the	 competitions,	 but	 they	
must have roll cage either installed in the factory or added 
afterwards. Roll gage must meet the rules.
6.12 Vehicle’s fluids
Cars	leaking	oil,	fuel	or	other	fluids	are	closed	out	from	the	
track	 until	 the	 leaks	 have	 been	 fixed	 and	 repairs	 has	 been	
scrutinized by the scrutineer.
6.13 Battery and electricity
If	the	battery	has	been	moved	from	the	original	position,	the	
battery	must	be	attached	firmly	or	use	battery	manufacturers	
/ importer battery holder designed especially for competi-
tion use. Battery terminals must be insulated to avoid short 
circuit. All electrical equipment must be carefully protected 
and	installed	so	that	there	is	no	danger	of	electrical	shock,	
short circuit or spark risk.
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6.14 Series promotion
The organizer has the right to attach series- or race sponsors 
advertisements to the cars. Timeattack-series tickers has to 
be	placed	before	racing	session.	Seasons	first	stickers	(i.e.	
windscreen sticker) are free of charge. Organizer requires 
following	spaces:
- 30 x 50 cm (width x height) size space from both car 
front doors for the racing numbers and advertises included 

(2	pcs)	or	alternatively,	30x30	space	for	racing	number	stic-
ker from car’s back side window + sponsor’s sticker
- 35 x 10 cm space from front bumper corners (2pcs)
-	 15	cm	high	space	at	the	top	of	the	windscreen,	from	
corner to corner
-	 2	pcs	side	tickers,	12	x	45	cm
kpl
First	stickers	are	free,	from	the	following	ones	we	charge.

7.  Class-specific technical and safety rules

7.1 Club Class

7.1.1 Driver’s equipment

7.1.1.1 Helmet
The driver (and co-driver) must have at least street legal 
helmet with E-approval. The helmet can be for example 
motorcycle	helmet.	The	visor	can	be	removed.	However,	we	
recommend a helmet purposely manufactured to motorsport. 
A	helmet	must	be	intact	without	dents.	We	also	recommend	a	
HANS neck support or at least a “donut” intended for go-kart 
competitions.

7.1.1.2 Racing suit
At	least	long	sleeved	shirt,	legged	trousers,	driving	shoes	and	
gloves	 are	 mandatory.	 We	 recommend	 usage	 of	 fire	 proof	
equipment intended for racing use. 

7.1.2 Regulations for vehicles

7.1.2.1 Vehicle rules
The vehicle must be serial produced passenger car or van 
intended	 for	 road	 traffic.	 The	 vehicle	 must	 be	 passed	 the	
inspection	(MOT)	for	common	traffic	use	or	the	vehicle	must	
be technically in the condition as it would be when passing 
an	 inspection	 (MOT)	 excluding	 the	 modifications	 permitted	
in this rule book. The vehicle body must be original. Usage 
of roll cage is recommended. Only tires allowed in the street 
use in Finland are allowed in the Club class. If the vehicle is 
equipped with nitrous oxide system (NOS) the usage of NOS 
is forbidden during the racing session. Tubular chassis is not 
allowed. Minimum ground clearance is 8mm.

7.1.2.2 Body
The	body	can	be	modified	by	the	regulations	of	Finland’s	traf-
fic	laws.	Area	between	strut	towers	cannot	be	modified.	The	
body can be widened for example with overfenders if the used 
tire width regards wider arches +100 mm per side. 

7.1.2.3 Roll cage

Installation of roll cage is recommended. If the vehicle is 
equipped with roll cage there must be paddings added accor-
ding AKK appendix J section 8.3.5..

7.1.2.4 Aerodynamics
A front wing or splitter can reach maximum of 50 mm to the 
front out of the bodyline. The splitter cannot reach out at the 
sides of the body and it can reach out to the back of the body 
until the front axle.
A diffuser can reach from the back of the bodyline maximum 
of	50mm,	however	 it	must	be	 inside	the	maximum	width	of	
the bodyline and it can reach until the rear axle.
A front canard can add the width of the front bumper maximum 
of 50mm per side but the edge of a canard must be inside the 
width of the bodyline. Back canards are not allowed.
A	 rear	 wing/spoiler	 maximum	 height	 in	 a	 sedan	 is	 +0mm,	
estate and hatchback +150mm above the bodyline. A spoiler 
cannot be wider than bodyline nor reach outside of bodyline.
Bottom plates are forbidden.

7.1.2.5 Lightening
The vehicle must remain all the carpets and the dashboards 
etc. Lightening of a Club class car is practically made by 
removing	spare	tire,	car	jack	and	other	miscellaneous	loose	
stuff from the car. A backseat can be removed and also all 
flammable	materials	behind	the	front	seats.	

7.1.2.6 Tires
A race cannot be taken part if there are tires installed which 
are on the list of forbidden tires of the Club class. List of 
forbidden tires is published and updated if needed.
The tires must be E-approved.
4WD	vehicles	can	use	the	tires	with	max.	Width	of	255	mm	
and other drive styles use max. 295 mm or the width used 
from the factory.
Tread wear minimum is tw140. Club class can be entered with 
semi slicks or similar tires if contender is driving out side of 
the	series.	In	this	case	the	TW	minimum	is	60.
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7.2 Modified Class

7.2.1 Driver’s equipment

7.2.1.1 Helmet
The driver must use a helmet allowed by the appendix J 
section XX in a race session as well as in a practice session. 
If a convertible car is used the driver must use the helmet 
visor	of	goggles	if	the	helmet	is	open	model.	We	also	recom-
mend a HANS neck support or at least a “donut” intended for 
go-kart competitions. 

7.2.1.2 Racing Suit
Driver	 has	 to	 always	 use	 approved	 one	 piece	 fireproof	 race	
suit,	 socks,	 fireproof	 race	 shoes	 and	 fireproof	 race	 gloves	
that covers wrists. Fireproof underwear is mandatory and 
FIA-approved race suit is recommended. Race suit must be in 
good shape and clean.

7.2.2 Vehicle rules

7.2.2.1 Vehicle
Racecar must be based on to a serial production passenger 
car or a van. Car body and body structure must be origi-
nal	 excluding	 the	 modifications	 allowed	 by	 these	 rules.	
Underneath parts like plastic under trays can be removed. 
Use	of	nitrous	oxide	is	prohibited	during	competition.	Cockpit,	
engine bay and fuel tank must be separated from each other’s 
with	fire	and	 liquid	proof	walls.	Removing	of	soundproofing	
and linings is allowed but the visible holes under the linings 
(which have sharp edges) must be covered with sheet metal 
or	be	equipped	with	edge	cover.	All	extra	fire	loads	are	recom-
mended to be removed out of the cockpit. Dashboard must be 
finished	adequately.	

7.2.2.2 Body
The vehicle must be passed the inspection (MOT) for 
common	traffic	use	or	the	vehicle	must	be	technically	in	the	
condition as it would be when passing an inspection (MOT) 
excluding	the	modifications	permitted	in	this	rule	book.	Local	
changes to the body are allowed by needs of an engine swap. 
Changes must be at least as sturdy as the original body struc-
ture. Original structure of the body must be kept between the 
axles. Chassis arms which are outside of the axles can be 
replaced with a structure that has same strength than original 
ones. Cockpit casings must be preserved as original ones 
(measurements and material thickness). The body can be 
reinforced. Body’s surface sheet metal material is free. Doors 
are	free,	but	it	is	strongly	recommended	that	driver	side	door	
has	collision	dampening	(for	example:	foam)	if	original	safety	
structures have been removed. Body can be widened by 200 
mm by modifying fenders. Body must be able to recognize as 

the original car. 

7.2.2.3 Roll cage 
Car must be equipped with minimum appendix J or K compa-
tible roll cage or car manufacturer or FIA or other institute 
classified	 roll	 cage.	 Aluminum	 roll	 cage	 is	 prohibited.	 Roll	
cage	must	be	fixed	by	the	constructor’s	instructions	or	accor-
ding the appendix J or K. Padding must be applied to roll cage 
as appendix J point 8.3.5 states.

7.2.2.4 Fuel Tank
Original or safety fuel tank by appendix J can be used. Safety 
fuel tank is recommended.

7.2.2.5 Seats and harnesses
Race car must be equipped with at least 4 point harnesses. 
Mounting of harness according the appendix J. Harnesses 
can be also mounted to the car’s original seatbelt mounting 
points.	Classification	due	dates	can	be	passed	but	crashed	
harnesses are prohibited.

7.2.2.6 Main switch
It is recommended to equip the race car by main switch which 
is able to open all the electrical circuits of the car. The switch 
has to be able to be used both inside and outside of the car 
and also the engine has to be shut down by the switch. .

7.2.2.7 Exhaust system
Exhaust manifold and exhaust pipe measurements and loca-
tions are free. Output must be on the backside of the body 
centerline and outside of chassis and body structure. 

7.2.2.8 Tow hook
Car must be equipped with tow hooks to the front and rear 
of the car which can withstand the force of towing the car at 
front and rear of the car.

7.2.2.9 Tires
Tires must have an E-approval. For season 2019 we have 
plans to set tire width restriction with respect to car weight. 
Racing slicks are prohibited.

7.2.2.10 Gearbox 
Sequential	gearboxes	are	prohibited,	gearboxes	with	straight	
cut gears are allowed. The shift pattern must be original or 
an H-pattern. 

7.2.2.11 Chassis
Ground clearance minimum is 8 cm.
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7.2.2.12 Aerodynamics 
Front splitter can extend forward maximum 75 mm from 
bodyline and maximum width is the bodyline and backwards 
it can reach the front axle. Diffuser can extend backwards 
maximum 100 mm from bodyline and it cannot be broader 
than bodyline and it can reach forward until the rear axle.
Front canard can extend maximum 75 mm sideways from 
the	 front	 bumper,	 but	 the	 measurement	 must	 be	 inside	 the	
maximum widened bodyline.
Rear canards are prohibited.
Rear spoiler maximum height in a sedan bodied car from the 
car’s	above	bodyline	is	+0mm,	in	an	estates	and	hatchbacks	
+250mm. Rear spoiler can reach 100mm outside the bodyli-
ne. Bottom plates are prohibited between the axles.

7.2.2.13 Engine
Engine and engine parts must be from a serial production 
car. Using forced induction in an originally naturally aspirated 
engine upgrades the race car to the over 3000cc class.
7.3 Modified Competition Class

7.3.1 Drivers equipment

7.3.1.1 Helmet
Driver must use a helmet according to appendix J XX when 
practicing and racing. If a convertible car is used the driver 
must use the helmet visor or goggles. HANS neck support is 
mandatory.

7.3.1.2 Racing suit
Driver	 has	 to	 always	 use	 approved	 one	 piece	 fireproof	
racing	suit,	socks,	fireproof	 racing	shoes	and	fireproof	 race	
gloves that covers wrists. Fireproof underwear has to be 
FIA-approved and it is mandatory. Racing suit must be in 
good shape and clean.

7.3.2 Vehicle rules

7.3.2.1 Vehicle
Race car must be based on to a serial manufactured passen-
ger car or van by its body. 
Cockpit,	 engine	 bay	 and	 fuel	 tank	 must	 be	 separated	 from	
each	other’s	with	a	fire	plate	that	with	holds	liquids	and	fire.	
All	extra	fire	load	must	be	removed	out	of	the	cockpit.

7.3.2.2 Body
Local changes can be made to the body by needs of engine 
swap. Changes must be at least as sturdy as the original body 
structure. Between axles bodies’ original structure and mate-
rial must be kept. Chassis arms which are outside of axles 
can be replaced with a structure that has same strength than 

original ones. Cockpit casings must be preserved as original 
ones (measurements and material thickness). Bodies surface 
sheet	metal	material	is	free.	Doors	are	free,	but	it	is	strongly	
recommended that driver side door has collision damper (for 
example foam) if original safety structures has been remo-
ved. Body can be widen 350mm by modifying fenders. Body 
must be able to recognizably as the original car.

7.3.2.3 Roll cage
Car must be equipped with minimum appendix J compatible 
roll	cage	or	FIA	classified	roll	cage.	Padding	must	be	applied	
to roll cage as appendix J point 8.3.5 states.

7.3.2.4 Fuel tank
Original,	SFI	approved	or	safety	fuel	tank	by	appendix	J	can	
be used. Safety fuel tank is recommended.

7.3.2.5 Seats and harnesses
By appendix J. 

7.3.2.6 Main switch
Car must be equipped with a main switch by appendix J and it 
must be usable from outside.

7.3.2.7 Exhaust system
Exhaust manifold and exhaust pipe measurements and 
location is free. Output must be outside of chassis and body 
structure. 

7.3.2.8 Tow hook
Car must be equipped with tow hooks to the front and rear 
of the car which can withstand the force of towing the car at 
front and rear of the car. Arrow-sticker pointing the tow hooks 
are recommended. .

7.3.2.9 Tires
Tires must have an E-approval. For season 2019 we have 
plans to set tire width restriction with respect to car weight..

7.3.2.10 Gearbox 
Gearbox is free..

7.3.2.11 Chassis
Ground clearance minimum 5cm.

7.3.2.12 Aerodynamics
Front splitter can extend forward maximum 300mm from 
bodyline and maximum width is 300mm. 
Diffuser can extend backwards maximum 300mm from 
bodyline and it can be maximum 300mm broader than the 
place where is attached from.
Front wing can extend maximum 300mm sideways front 
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bumper.	If	you	a	planning	to	attend	GT-races,	notice	the	front	
wing. 
Rear canards can be extend maximum 300mm sideways and 
maximum 300mm backwards. 
Rear spoilers maximum height from the car roof is +250mm. 
Rear spoiler can reach 150mm outside the bodyline and 
300mm backwards from the bodyline.
Bottom plates are approved.
7.4 Unlimited
Safety and technical rules by appendix J. Padding must be 
applied to roll cage as appendix J point 8.3.5 states and head 
rest equipment is mandatory.
Driver can enter this category for example with Super Saloon 
race car that has scrutineering card. Scrutineering card is not 
a pre-condition for approval. Formula type and open tire race 
cars are forbidden. 

7.4.1 Drivers equipment

7.4.1.1 Helmet
Driver must use race a helmet according to appendix J XX 
when practicing and racing. If a convertible car is used the 
driver must has use either visor or goggles. HANS-device is 
mandatory.

7.4.1.2 Racing suit
Driver	has	to	always	use	approved	one	piece	fireproof	racing	
suit,	socks,	fireproof	race	shoes	and	fireproof	race	gloves	that	
covers wrists. Fireproof underwear has to be FIA-approved 
and it is mandatory. Racesuit must be in good shape and 
clean.

7.4.2 Vehicle rules

7.4.2.1 Vehicle
Cockpit,	 engine	 bay	 and	 fuel	 tank	 must	 be	 separated	 from	
each	other’s	with	a	fire	plate	that	with	holds	liquids	and	fire.	
Tubular frame cars must be based on an already existing 
tubular	frame	classification	and	rules.	Driver	has	the	burden	
of proof of this and driver has to get written approval for tubu-
lar frame car in time before competition by for example email.

7.4.2.2 Fuel tank
Original,	SFI	approved	or	safety	fuel	tank	by	appendix	J	can	
be used. Safety fuel tank is recommended.

7.4.2.3 Seats and harnesses
By appendix J. 

7.4.2.4 Tires
Tires are free.
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8.  Information 
Series’	only	official	source	of	information	is	www.timeattack.fi	/	www.radalle.com

9.  Flags
1.	 Green	flag;	clearance,	timing	starts
2.	 Yellow	flag;	Danger,	drive	carefully	until	next	flag	marshal.	Passing	in	the	area	of	yellow	flag	is	forbidden.
3.	 Red	flag;	severe	danger,	track	is	closed.	Lessen	speed	and	drive	back	to	pit	area	with	utmost	caution.	
4.	 Black	flag;	stop	your	race	immediately	and	return	to	pit.	Sign	for	the	chief	track	marshal	for	personal	feedback	conver-
sation about your driving. 
5.	 SC-sign,	white	bottom	and	black	font;	safety	car	in	the	track,	drive	carefully.	Passing	moving	safety	car	or	other	cars	
during	SC-sing	is	forbidden.	Sign	can	usually	be	seen	at	the	same	time	with	caution	flag.
6.	 Chequered	flag;	Driving	session	or	timing	ends,	lessen	speed	for	cooling,	after	the	lap	return	to	pit.	

Superlap’s lap signs

Depending	on	the	class	and	track,	1	or	2	rounds	of	warm-up	runs	are	driven	in	Superlap.	Number	of	the	starting	lap	is	shown	
near	the	starting	line,	either	with	fingers	or	numbers	and	with	yellow	flag.	
Number	2	or	two	fingers	=	two	warm-up	rounds	before	race	lap	/	first	warm-up	lap.	
Number	1	or	one	finger	=	One	warm-up	lap	before	race	lap	/	second	warm-up	lap.
Green	lap	=	Race	lap,	timing	starts.
Chequered	flag	=	timing	ends
Flag signs can also be implemented with lights.
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